
•  Approx. 2,898 - 6,018 sq. ft. of Office For Lease

•  Move-in Ready - Building is in excellent  

condition and well maintained

• 80+ surface parking spaces adjacent to building

•  Both suites can be accessed via private  

exterior entrances

• Near The Battery and Braves Stadium

• Great access to Interstate 75 & 285
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FOR MORE INFORMATION:

OFFICE SPACE AVAILABLE

1640 POWERS FERRY ROAD / BUILDING 5 / MARIET TA, GA 30067 

John Robinson 
678.712.4541
john@terminuscre.com

• Approx. 12,200 sq. ft. of Office For Sale

•  Income in-place and owner willing to lease 

back or vacate

•  Near New Braves Stadium and development

• Ease of Ingress/Egress to Interstate 75 & 285

•  Building is in excellent condition and  

well maintained



SUITE 200 - 2,898 RSF SUITE 210 - 3,120 RSF

FLOORPLAN

FULL HEIGHT PARTITION w/ SOUND INSUL.

3 5 8" METAL STUDS @ 16" O.C.,
TYP.   BRACE TO STRUCTURE
4'-0" O.C. (MAX.) AND WITHIN
2'-0" OF ALL CORNERS

5/8" GYP. BOARD* TO STRUCTURE
ONE SIDE

5/8" GYP. BOARD* EA SIDE TO 6"
ABOVE ADJ. CEILING

6"

3 5/8" PARTITION WALL

 3 5/8" 25 GA (MIN.) METAL STUDS
TO STRUCT. @ 16" O.C., TYP.

5/8" GYP. BOARD* TO 6" ABOVE
ADJACENT CLG.

R-13 UNFACED BATT INSULATION

ACT CEILING; REFER TO RCP 6" ACT CEILING; REFER TO RCP

*PROVIDE MR GYP. BD. AT  WET WALLS,
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GENERAL CONSTRUCTION NOTES
1. DO NOT SCALE OFF DRAWINGS.
2. ALL DIMENSIONS ARE TO FACE OF FINISH U.N.O.
3. PARTITION FLOOR TRACK METAL STUD SYSTEM SHALL BE BUTT JOINTED
4. TO ENSURE STRUCTURAL STABILITY, PROVIDE BLOCKING PER AWI CUSTOM

GRADE STANDARDS IN PARTITIONS AT ALL LOCATIONS WHERE MILLWORK OR
MISC. ITEMS ARE SUPPORTED BY PARTITION.

5. ALL GYP. BD. WALLS TO BE TAPED, MUDDED, SANDED SMOOTH AND PRIMED
(READY FOR TENANT FINISH) U.N.O.

6. INSULATING MATERIALS WHEN INSTALLED IN BUILDINGS OF ANY TYPE
CONSTRUCTION SHALL COMPLY WITH THE LOCAL JURISDICTION & CODE.
INSULATING MATERIALS, WHEN EXPOSED AS INSTALLED IN BUILDINGS OF ANY
TYPE CONSTRUCTION, SHALL HAVE A FLAME SPREAD OF NOT MORE THAN 25
AND A SMOKE-DEVELOPED INDEX OF NOT MORE THAN 450 (AS PER CODE).

7. UPON COMPLETION OF THE PROJECT THE CONTRACTOR SHALL CLEAN THE
WORK SITE.  DUST, DEBRIS, OILS, STAINS, FINGERPRINTS AND LABELS (EXCEPT UL
FIRE LABELS) SHALL BE REMOVED FROM ALL EXPOSED SURFACES

WALL TYPE LEGEND

EXISTING WALL TO REMAIN;

EXIST. 1-HR RATED PARTITION.

NEW WALL CONSTRUCTION.
SEE WALL TYPE LEGEND.

EXISTING DOOR - NO CHANGE

NEW DOOR -
SEE DOOR SCHEDULE FOR
MORE INFORMATION

CONSTRUCTION LEGEND
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A1.1

LIFE SAFETY PLAN - LEVEL 02
SCALE: 1/8" = 1'-0"

02
A1.1

SUITE 210 - FLOOR PLAN
SCALE: 1/8" = 1'-0"

A1.1

PROPOSED
PLANS

# SIZE TYPE/LOCATION DOOR MATERIAL FINISH FRAME MATERIAL FINISH HARDWARE SET REMARKS

X EXISTING DOOR EXIST - PAINT - PAINT EXIST NOTE 1

01 3'-0" x 6'-8" OFFICE WOOD PAINT WOOD PAINT #1

02 3'-0" x 6'-8" CLOSET WOOD PAINT WOOD PAINT #2

03 PR. 2'-6" x 6'-8" CONFERENCE WOOD / GLASS PAINT WOOD PAINT #3

DOOR SCHEDULE

1. AT EXISTING DOOR LOCATIONS VERIFY SIZE AND CONDITION OF
EXISTING DOOR AND FRAMES.  PROVIDE NEW HARDWARE IF SPECIFIED.
COORDINATE WITH OWNER ANY REQUIRED REPAIR / REPLACEMENT OF
FRAME AND DOOR SLAB.

2. ALL LATCHING DOORS TO HAVE LEVER TYPE HARDWARE.

3. IF DOOR HAS BOTH A CLOSER AND A LATCH PROVIDE 12" CLEARANCE
ON 'PUSH' SIDE AND 18" ON 'PULL' SIDE OF DOOR BETWEEN LEADING
DOOR EDGE AND ADJACENT WALL SURFACE.

4. THRESHOLDS AT DOORWAYS ARE NOT TO EXCEED 1/2" IN HEIGHT.

5. PROVIDE RUBBER DOOR SILENCER INSERTS AT HOLLOW METAL FRAMES.

6. PROVIDE VISIBLE FACTORY-APPLIED LABEL AT RATED DOORS & FRAMES.

7. PROVIDE FLOOR OR WALL-MOUNTED DOOR STOPS AT SITUATIONS
WHERE ADJACENT WALL SURFACES ARE IN DANGER OF BEING STRUCK
BY DOOR OR DOOR HARDWARE.

8. DOORS IN EXITS SHALL NOT BE SUBJECT TO THE USE OF A KEY FOR
OPERATION FROM THE INSIDE OF THE BUILDING.

9. VERIFY HARDWARE FINISH, KEYING AND LOCKING REQUIREMENTS WITH
OWNER'S REPRESENTATIVE.

DOOR NOTES

# QTY ITEM MANUFACTURER MODEL # FINISH

#1 1 1/2 PR
1

FBB HINGES
OFFICE LOCKSET

STANLEY
SCHLAGE

FBB179
AL 50PD SAT

#2 1 1/2 PR
1

FBB HINGES
CLASSROOM LOCKSET

STANLEY
SCHLAGE

FBB179
AL 70PD SAT

#3

3 PR
1
2
2

FBB HINGES
OFFICE LOCKSET
DUMMY TRIM
FLUSHBOLTS

STANLEY
SCHLAGE
SCHLAGE
IVES

FBB179
AL 50PD SAT
AL 170 SAT
FB 358

#4 1 1/2 PR
1

FBB HINGES
PRIVACY LOCKSET

STANLEY
SCHLAGE

FBB179
AL 40S SAT

HARDWARE SCHEDULE
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BREAK RM MILLWORK
SCALE: 1/4" = 1'-0"
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FIRE EXTINGUISHERS ARE TO BE LOCATED PER NFPA 10
REQUIREMENTS.  TRAVEL DISTANCE CANNOT EXCEED
75'. THERE IS TO BE A MINIMUM OF (1) EXTINGUISHER
FOR EVERY 3,000 S.F.

EXISTING COMMON AREAS ARE EACH BE EQUIPPED
WITH AN EXISTING FIRE EXTINGUISHER.

MINIMUM OF (2) REQUIRED PER TENANT SUITE.
COORDINATE FINAL AND ANY ADDITIONAL
LOCATIONS WITH FIRE MARSHAL HAVING
JURISDICTION.

PROVIDE MIN. 2A:10B:C EXTINGUISHERS AND INSTALL
AT A MAXIMUM OF 48" ABOVE THE FINISHED FLOOR
TO THE TOP OF THE HANDLE.

FIRE EXTINGUISHER NOTE

SECOND FLOOR

• 7 offices

• Large reception area

• Conference room

• Private exterior entrance

• 7 offices

• Open work space

• Conference room

• Private exterior entrance

SUITE  

200

SUITE  

210



FOR MORE INFORMATION:
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BUILDING 5


